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Standard EN 81-20 have specific chapters related to Unintended Car Movement

(UCM) to be applied.

In case of electrical traction lifts, one possible solution to fulfill EN81-20 standard,
is to use the two brakes (redundant) certified according to this standard and
additionally, monitor their status individually. Monitoring can be done by using a

state switch for each brake.

Switch will detect the actual brake status (released

or applied). If the detected brake status is not correct, the operation of the elevator

must be prevented.

On this application note, it is
for brake monitoring signals

explained how to program and use a specific function
(BRKE1, BRKE2).

2. How to recognize inverters which UCM function available

All standard family of FREN

IC-Lift inverter (LM2C Shipping destination Europe),

with the software number mentioned on the description of the document (or later
versions), will have this function available. There are two name plates on the

inverter where inverter type

is written. Both name plates are shown in Figure 1.
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(a) Main Nameplate
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(b) Sub Nameplate

Figure 1. Inverter nameplate.
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The position where each nameplate is placed is shown on Figure 2.

Sub nameplate

Sub nameplate

. Main nameplate

3

Figure 2. Nameplate position in capacities from 0010 to 0025 and 0032.

So, according to this, FRENIC-Lift (LM2C) types which include this function can
be recognized by the below type code:

FRN
\Code\ Series hame \
[FRN|  FRENIC Series |

\Code\ Nominal name plate \

LM 2

N
10

SONONONONO

‘ Code ‘Application specific model ‘
Ato Z or 0 to 9: Manufacturer code \

‘ Refer to product specifications Code| Shipping destionation
E Europe
\Code\ Applicable area \ J Japan
[ L™ | Lift Machine | c China
A Asia (include Taiwan)
\Code\ Development code \ U America
| 2 2 series | K Korea
‘Code‘ Model type ‘ ‘ Code ‘ Power supply voltage ‘
[ ¢ | C type | {4 | 3ph 400 VAC |

Software version (Inverter ROM version) can be checked with TP-A1-LM2 on
Menu PRG>3>3 (PRG/INV Info/Maintenance) on page 8/9 as it is shown on

Figure 3.
PRG>3>3[8/9] -
ROM Number
Main 1300 < | Inverter ROM version
KP 8700
OpA 0000
OpC 0000

Figure 3. Page 8 of PRG>3>3 on TP-A1-LM2.

As mentioned before, software can be updated, so this number might be different.
In this case, software version will have a higher number.

Menu #5 “Maintenance Information” shows inverter ROM version in case of
keypad TP-E1U. To have full acces in TP-E1U, E52 has to be set to 2. Table 1
shows the parameter that shows inverter ROM version:

Table 1. Display Items for Maintenance Information
LED Monitor Item Description
5 14 Inverter's ROM version ?Qdo(\e/vs the inverter's ROM version as a 4-digit
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3. FRENIC-Lift basic diagram

On the Figure 4, it is shown a basic diagram of the inver
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Figure 4. Basic diagram of the inverter.
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4. Description of the function and parameters

The parameters and functions related are shown in Table 2:

Table 2. Parameters and functions related to UCM function.

Function : : Default
Code Name Setting range Symbol | Unit setting
E01 t 0 to 112 (1000 to 1112)

E080 Command Assignment | 111(1111):  Check  Brake | BRKE1 -

E98 a’nd [X1] to [X8], [FWD] and | Control 1

E99 [REV] 112(1112): Check Brake BRKE? )
Control 2
E20 to Signal Assignment to
cou, | M0 AL Tiewcs | QRS0 0| s -
and E27 | and [30A/B/C] '
H95 bbe alarm reset 0 to 255 0
Oto1
H96 SCglggr brake control 0: BRKE 0
1: BRKE1/2
Brake control (Brake
L84 check time) 0.00t0 10.00 s s 0.00

This function is not active in factory default settings. It means that this function
has to be activated. The parameter used to activate this function is H96. The
functionality of H96 is explained below.

a) When H96 =0

Even BRKE1 and BRKE2 functions are correctly programmed and wired,
monitoring function for UCM is not active.
BRKE function can be used. For additional information, please, refer to
FRENIC-Lift Reference Manual (LM2).

b) When H96 = 1

Brake monitoring operation is performed by BRKE1 and BRKEZ2 according
to UCM. When the status of BRKE1 and BRKE2 doesn’t match with
BRKS, timer of brake check time (L84) starts. bbe alarm is generated
when BRKE1 or BRKE2 state remains not matching with BRKS during the
time specified in L84. During lift travel, alarm is not issued, alarm is
generated as soon as BRKS function is OFF and L84 timer passes. For
additional details, please refer to chapter “5. Function behavior”.

5. Function behaviour

On the following figures, each possible scenario using BRKE1 and BRKE2
functions are explained.

a) Brake feedback is not matching with brake control signal at starting of the
second travel

Application Note AN-LM2C-0001v100EN
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Travel with abnormal brake

Standard travel N operation at starting
Speed . :
1
i
High speed ]
i
i
Creep speed :
)
1
Stop speed(F25) !
0 ! | :
| H67 | :
EN (EN1.EN2 m
70 o IS 00 o |
1 1
ssi L I ;
S5z N i
ss4 L T 1
L i
l 1
Zero speed High speed command Creep speed Zero speed |
command command command | :
BrRks . TN . TR
BRKE! ST T
[ HE ]
BRAE2 ST T
Brakel E
Brake2 i e
! RN
ALM , :\\
' I
Ls2| L84 L83 L84 E Ls2 L84 | \

Inverter trips bbe.

Figure 5. bbe alarm at starting of second travel.

On Figure 5, a standard travel is shown, as brake status is matching with
brake control signal, inverter is not tripping. On the other hand, when
second travel starts, as brake 2 doesn’t open, inverter trips bbe after L84
time.

b) Brake feedback is not matching with brake control signal at stopping

Speed

High speed

Creep speed

Stop speed(F25)

0 :
! H67
EN(ENLEND) I |
: |
Ss7 L T
Ssz L T
S$s¢4 | TR
Zero speed High speed command Creep speed Zero speed
command command command |
BRKs ___| [
BRKE1 m- o
BRAE2 ST
Brakel I Release I
Brake2
FN
ALM "‘\ o on ]
L82| L84 L83l L84 |

Inverter trips bbe.

Figure 6. bbe alarm at stopping.
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As it can be observed in Figure 6, inverter is tripping bbe alarm at stop,
because brake 2 remains open.

c) Brake feedback is not matching with brake control signal during travel

Speed .

High speed

Creep speed

Stop speed(F25)

0 |
| H67
EN(ENTENZ) I |
FWD
Ss1 74-1_
582 74_ﬂ_
584 74_1_
Zero speed High speed command Creep speed Zero speed
command command command
Brks | I .
BRKE1 “m
BRKE? ST o
Brake1
Brake2 L
\
ALM - o |
a4
Ls2) L84 Lsa L83 L84 | \ _
4} | Inverter trips bbe.

Alamm is internally generated.

Figure 7. bbe alarm at stopping because BRKEL1 signal is not matching with brake
control signal during travel.

As it can be observed in Figure 7, brake 1 feedback contact is not working
properly, even brake remains open, shows for a certain time during travel
that it is closed. After time on L84 elapses, inverter generates internally an
alarm that is shown at the end of the travel.
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Speed‘
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Stop speed(F25)

Y

0 3 N
! H67 |
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FWD
ss1 74_31_
582 74_ﬂ_
§8¢ | TR
Zero speed High speed command Creep speed Zerb speed
command command command‘ }
BRKS 74_51_ L
BRKE! ST ‘ o]
Bnmz‘d_ m [ on ]
Brakel 3
Brake2 __| i
\
ALM !
<=7
182 L84 L84 L83 L84 !
{P ! Inverter doesn’ t trip bbe.

Inverter doesn’t generate bbe, because L84 timer
is not expired.

Figure 8. bbe alarm does not appear at stopping even BRKE2 signal was missing.

In case of Figure 8, brake 2 is not working properly for a while, even so,
as brake recovers before L84 time, no alarm is generated.

d) Brake feedback is abnormal when motor is stopped.

Speed

A\

EN (ENT1,EN2)
FWD
§81

1
Brakel | Release I |
] [ ! |
Brake2 | L
— R
ALm B | e———r—
15 N : ‘ﬂr
L84 I Ls4
1

Inverter trips bbe

Inverter doesn’t trip bbe, because L84 timer is
not expired.

Figure 9. bbe alarm while motor is stopped.
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As it can be observed in Figure 9, somebody or something is opening the
brake even inverter is not asking to do so. If the brake remains open more
than time specified in L84 timer, inverter trips bbe alarm.

6. Example of wiring and setting

Figure 10 shows an example of connection. On this example, there is a motor
with two brakes (brake 1 and brake 2). Each brake has a normally closed switch;
it means that when brake is closed, switch is closed. In this case terminal X6 is
programmed with function BRKE1 and X7 is programmed with function BRKE2.

Additionally, a relay output (Y5A/C) is programmed to control the brake with the
function BRKS.

U
FRENIC-Lift
Brake 1 (LM2C)

PLC (+24 V)
Vv X6 (BRKE1)

X7 (BRKE2)
W Brake 2

Y5A | Brake power
(BRKS) vec supply

Figure 10. Example of monitoring and control of the brake done by the inverter.

According to Figure 10, related parameters have to be set as described in Table
3.

Table 3. Parameters setting according to figure 12 example.

Parameter Name Setting
E06 Terminal [X6] 111
EQ7 Terminal [X7] 112
H96 Check brake control select 1
L84 Brake control (Brake check time) 1.00s

L84 (Brake check time) will depend on the brake reaction time. Please set a
time longer than brake reaction time but short enough to react fast in case of
brake failure.

Application Note AN-LM2C-0001v100EN 8
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7. Alarm reset and alarm messages related

As explained before, there is a specific alarm for this function. Also, on the
existing alarm er6, a SUB code is added. In Table 4, additional information for
each alarm is shown.

On same table, SUB codes for alarm bbe are shown as well.

Table 4. Alarm and SUB codes.

Alarm
message
displayed

SUB

code Description Possible causes

H96 is set to 1 but Check that BRKEL function is correctly set.
eré 14 | some settings Check that BRKE2 function is correctly set.
related are missing. | Check that BRKS function is correctly set.
Check status of micro switch in brake 1.
Check status of brake 1 and its power supply.

Check status of inverter input/output related to
brake 1.

Check L84 time.
Check status of micro switch in brake 2.
Check status of brake 2 and its power supply.

Check status of inverter input/output related to
brake 2.

Check L84 time.

BRKE1 signal is

i abnormal.

bbe

BRKE2 signal is

12 abnormal.

Because bbe alarm blocks the inverter according to UCM, it cannot be reset

following the standard procedure. Additionally bbe alarm cannot be auto reset
by the inverter (HO4, HO5), neither can be reset by switching OFF and switching
ON inverter’s power supply.

In order to reset the alarm, following procedure has to be done:

1. Set parameter H95 to 111. Cursor can be moved by arrow buttons.
Push button. H95 reverts to 0 automatically.

3. Push button until main screen is shown. In main screen bbe alarm
is shown.

4. Push button.

5. bbe alarm disappears from the display.
bbe can only be reset after the cause of the problem has been fixed.
8. Function test procedure.
According to the standard, each time that a new lift is tested, this function has to

be also tested. On the following charts, it is explained how to test the function. In
order to make the chart more understandable, as a reference it is taken the

Application Note AN-LM2C-0001v100EN 9
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example shown in Chapter 6. In case of using a NO contactor, test has to be done
removing the cable from the terminal.

TEST OF BRKE1 FUNCTION

BRKEZ1 function checking at
starting

v

Make a normal call on
the elevator

v

As soon as the
inverter is in RUN
mode make a bridge
between X6 and PLC
(or its equivalent)

v

L84 time is expired

Inverter trips
bbe?

NO

YES

Function not properly
working. Replace the
inverter.

Remove the bridge

v

Fallow the procedure
explained in Chapter 7
to reset the error.

NO

Error is reset?

YES

Function checking
finished

Figure 11. Test of BRKE1 function at starting.
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BRKEZ1 function checking
during travel

v

Make a normal call on
the elevator

v

During high speed
make a bridge
between X6 and PLC
(or its equivalent)

v

L84 time is expired

v

Travel is finished

Inverter trips
bbe?

NO
YES

»

A

Function not properly
working. Replace the
inverter.

Remove the bridge

v

Follow the procedure
explained in Chapter 7
to reset the error. NO

Error is reset?

YES
A

Function checking
finished

Figure 12. Test of BRKE1 function during normal travel.
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BRKEZ1 function checking
prior to start

v

Remove input X6
(or its equivalent)

v

L84 time is expired

Inverter trips

bbe?
NO
YES g
4
Connect input X6 Function not properly
(or its equivalent) working. Replace the
inverter.

v

Fallow the procedure
explained in Chapter 7
to reset the error. NO

Error is reset?

YES

&

4

Function checking
finished

Figure 13. Test of BRKEL1 function prior to start.
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TEST OF BRKE2 FUNCTION

BRKEZ2 function checking at
starting

v

Make a normal call on
the elevator

v

As soon as the
inverter is in RUN
mode make a bridge
between X7 and PLC
(orits equivalent)

v

L84 time is expired

Inverter trips
bbe?

NO

YES

4

Remove the bridge Function not properly

working. Replace the
¢ inverter.

Follow the procedure
explained in Chapter 7
to reset the error. NO

Error is reset?

YES

«
4

Function checking
finished

Figure 14. Test of BRKEZ2 function at starting.
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BRKE?2 function checking
during travel

v

Make a normal call on
the elevator

v

During high speed
make a bridge
between X7 and PLC
(or its equivalent)

v

L84 time is expired

v

Travel is finished

Inverter trips
bbe?

NO
YES »

Function not properly
working. Replace the
inverter.

Remove the bridge

v

Fallow the procedure
explained in Chapter 7
to reset the error.

NO

Error is reset?

Function checking
finished

Figure 15. Test of BRKE2 function during normal travel.
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BRKEZ2 function checking
prior to start

v

Remove input X7
(or its equivalent)

v

L84 time is expired

Inverter trips

bbe?
NO
YES g
4
Connect input X7 Function not properly
(or its equivalent) working. Replace the
inverter.

v

Fallow the procedure
explained in Chapter 7
to reset the error. NO

Error is reset?

YES

&

4

Function checking
finished

Figure 16. Test of BRKEZ2 function prior to start.
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9. Conclusion

On this application note it is explained:

- How to use correctly FRENIC-Lift (LM2C) function related to UCM.
- How to test this function by the end user.

With this function, and using a motor with brakes well certified according to
mentioned function, FRENIC-Lift (LM2C) can be used in an elevator in order to

fulfil the requirements related to UCM.

In case of lifts with pre opening doors and/or re-levelling function, additional
functional safety functions might be needed which will be implemented installing

additional components.
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